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WIT-PE 500 29.1

Manual 
385 ml cartridge

Pneumatic 
385 ml cartridge

Pneumatic 
 1400 ml cartridge

Art. No. 0891 009 Art. No. 0891 017 Art. No. 0891 015

 Proof of performance

European
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 for subsequent 
reinforcement 
attachment

Fire resistance
for subsequent 
reinforcement 
attachment

Good to know:
•  No brushing out of the drill hole with hammer and compressed-air 

drilled holes. Just blow out four times using special Würth compressed-air 
technology in accordance with approval.

•  With W-ZA stay, apply mounting torque after approval after the hardening 
time: Tmnt [Nm]  50 (M12), 100 (M16), 150 (M20).

•  During overhead installation: Securing of the reinforcement rods to prevent 
falling out.

• You must study the mounting instructions before use.
• Use WIT-REBAR software for measurement.

Setting instructions

Hammer/
compressed-air 
drilling procedure:

Diamond drilling procedure:
Drill the hole Clean drilled hole: 

Blow out 4x with 
compressed air 
> 6 bar 

Apply setting depth 
marking on rod and 
check drilled hole 
depth

Screw mixer onto 
cartridge
Use dispenser gun

Before using, press 
out approx. 10 
cm of product (not 
into drilled hole)

Mount injection units, 
fi ll composite mortar 
starting from base of 
drilled hole

Install reinforcement 
rod up to marking 
while  turning slightly

Visual check of 
mortar fi lling quantity, 
observe maximum 
processing time

Attach component 
after complying with 
hardening time

Apply setting depth 
marking on rod and 
check drilled hole 
depth

Screw mixer onto 
cartridge
Use dispenser gun

Before using, press 
out approx. 10 
cm of product (not 
into drilled hole)

Mount injection units, 
fi ll composite mortar 
starting from base of 
drilled hole

Install reinforcement 
rod up to marking 
while  turning slightly

Visual check of 
mortar fi lling quantity, 
observe maximum 
processing time

Attach component 
after complying with 
hardening time

Produce drilled 
hole, break out 
drill core
Clean drilled hole: 

Rinse with water twice (until clear water comes 
out)/ brush out 2x/ 
rinse with water twice (until clear water comes out)
Clean drilled hole: 

Blow out 2x/ 
brush out 2x/ 
blow out 2x

1. Applications
• Can be used for subsequent reinforcement attachment
•  The reinforcement attachment may be used in standard concrete from minimum strength 

class C12/15 (B15) to maximum C50/60 (B55)
•  BST 500 S may be used for primarily static and primarily non-static loads, whereas 

W-ZA stay may only be used for primarily static loads
•  The temperature in the mortar area may not exceed +50°C (or +80°C briefl y)
•  Suitable for structural expansions, ceiling and wall attachments, bearing structure 

expansions, bearing structure reinforcement, attachment of balconies and projecting 
roofs, closing o   of temporary openings and in case reinforcement rods are "forgotten"

2. Advantages
•  Flexible and reliable subsequent expansion of attachment reinforcement
•  Approved complete system for rod diameters from 8 to 28 mm and W-ZA stay M12, 

M16 and M20
•  Long application times
•  WIT-REBAR training for installers   Safe and easy installation

•  The drill holes can be created using the hammer and compressed-air procedure or the 
diamond drill procedure

•  Extremely large anchoring lengths (up to 2.80 m with rod diameter of 14-28 mm and 
mortar temperature  20°C)

• Flexible installation: horizontal, vertical downward and upward (overhead)

3. Features
•  Anchoring through bond between injection mortar and reinforcement rod
•  Dimensioning as with straight cemented-in reinforcement rods according to the relevant 

steel concrete standard DIN 1045-1:2001-07 or EN 1992-1-1:2004
•  General construction permit Z-21.8-1834
•  European Technical Approval ETA-07/0313
•  Fire resistance: F30, F60, F90, F120 and F180 contained in Permit Z-21.8-1834
•  Temperature resistance up to +50°C, briefl y up to +80°C
•  Minimum component temperature: +5°C
•  Transport and storage temperature (cartridge): +5°C to +25°C
•  Minimum shelf life when stored properly: 24 months

Injection mortar for subsequently 
mortared-in reinforcement attachments.

385 ml and 1,400 ml cartridge incl. 1 
static mixer 

for processing with extrusion device

BSt 500 S reinforcement rods,
rod diameter ds = 8 to 28 mm
For performance data and characteristic values, 
see European Technical Approval ETA-07/0313

W-ZA Stay M12, M16, M20
 Stainless steel A4 and       
HCR highly corrosion resistant steel
For performance data and characteristic values, 
see European Technical Approval ETA-07/0313
Available on special order

Verwendete Acrobat Distiller 8.0/8.1 Joboptions
Dieser Report wurde mit Hilfe der Adobe Acrobat Distiller Erweiterung "Distiller Secrets v4.0.0" der IMPRESSED GmbH erstellt.
Registrierte Kunden können diese Startup-Datei für die Distiller Versionen 8.0/8.1 kostenlos unter http://www.impressed.de/DistillerSecrets herunterladen.

ALLGEMEIN ----------------------------------------
Beschreibung:
     
Dateioptionen:
     Kompatibilität: PDF 1.3
     Komprimierung auf Objektebene: Aus
     Seiten automatisch drehen: Aus
     Bund: Links
     Auflösung: 2400 dpi
     Alle Seiten
     Piktogramme einbetten: Nein
     Für schnelle Web-Anzeige optimieren: Nein
Papierformat:
     Breite: 226.132 Höhe: 312.916 mm

KOMPRIMIERUNG ------------------------------------
Farbbilder:
     Neuberechnung: Bikubische Neuberechnung auf 144 ppi (Pixel pro Zoll)
          für Auflösung über 288 ppi (Pixel pro Zoll)
     Komprimierung: JPEG
     Bildqualität: << /HSamples [ 2 1 1 2 ] /QFactor 1.2 /VSamples [ 2 1 1 2 ] >>
Graustufenbilder:
     Neuberechnung: Bikubische Neuberechnung auf 144 ppi (Pixel pro Zoll)
          für Auflösung über 288 ppi (Pixel pro Zoll)
     Komprimierung: JPEG
     Bildqualität: << /HSamples [ 2 1 1 2 ] /QFactor 1.2 /VSamples [ 2 1 1 2 ] >>
Schwarzweißbilder:
     Neuberechnung: Bikubische Neuberechnung auf 600 ppi (Pixel pro Zoll)
          für Auflösung über 1200 ppi (Pixel pro Zoll)
     Komprimierung: CCITT Gruppe 4
     Mit Graustufen glätten: Aus

Richtlinien:
     Richtlinien für Farbbilder
          Bei Bildauflösung unter: 150 ppi (Pixel pro Zoll)
               Ignorieren
     Richtlinien für Graustufenbilder
          Bei Bildauflösung unter: 150 ppi (Pixel pro Zoll)
               Ignorieren
     Richtlinen für monochrome Bilder
          Bei Bildauflösung unter: 1200 ppi (Pixel pro Zoll)
               Ignorieren

FONTS --------------------------------------------
Alle Schriften einbetten: Ja
Untergruppen aller eingebetteten Schriften: Ja
Untergruppen, wenn benutzte Zeichen kleiner als: 100 %
Wenn Einbetten fehlschlägt: Abbrechen
Einbetten:
     Schrift immer einbetten: [ ]
     Schrift nie einbetten: [ ]

FARBE --------------------------------------------
Farbmanagement:
     Einstellungsdatei: 
     Farbmanagement: Alle Farben in sRGB konvertieren
     Wiedergabemethode: Standard
Arbeitsfarbräume:
     Graustufen Arbeitsfarbraum: Adobe Gray - 20% Dot Gain
     RGB Arbeitsfarbraum: sRGB IEC61966-2.1
     CMYK Arbeitsfarbraum: U.S. Web Coated (SWOP) v2
Geräteabhängige Daten:
     Unterfarbreduktion und Schwarzaufbau beibehalten: Ja
     Transferfunktionen: Beibehalten
     Rastereinstellungen beibehalten: Ja

ERWEITERT ----------------------------------------
Optionen:
     Überschreiben der Adobe PDF-Einstellungen durch PostScript zulassen: Nein
     PostScript XObjects zulassen: Ja
     Farbverläufe in Smooth Shades konvertieren: Ja
     Geglättene Linien in Kurven konvertieren: Ja (Grenzwert für Glättung: 0.1)
     Level 2 copypage-Semantik beibehalten: Ja
     Einstellungen für Überdrucken beibehalten: Ja
          Überdruckstandard ist nicht Null: Ja
     Adobe PDF-Einstellungen in PDF-Datei speichern: Nein
     Ursprüngliche JPEG-Bilder wenn möglich in PDF speichern: Nein
     Portable Job Ticket in PDF-Datei speichern: Nein
     Prologue.ps und Epilogue.ps verwenden: Nein
     JDF-Datei (Job Definition Format) erstellen: Nein
(DSC) Document Structuring Conventions:
     DSC-Kommentare verarbeiten: Ja
          DSC-Warnungen protokollieren: Nein
          EPS-Info von DSC beibehalten: Nein
          OPI-Kommentare beibehalten: Nein
          Dokumentinfo von DSC beibehalten: Nein
          Für EPS-Dateien Seitengröße ändern und Grafiken zentrieren: Ja

STANDARDS ----------------------------------------
Standards - Berichterstellung und Kompatibilität:
     Kompatibilitätsstandard: Ohne

ANDERE -------------------------------------------
Distiller-Kern Version: 8000
ZIP-Komprimierung verwenden: Ja
ASCII-Format: Nein
Text und Vektorgrafiken komprimieren: Ja
Minimale Bittiefe für Farbbild Downsampling: 1
Minimale Bittiefe für Graustufenbild Downsampling: 2
Farbbilder glätten: Nein
Graustufenbilder glätten: Nein
Farbbilder beschneiden: Ja
Graustufenbilder beschneiden: Ja
Schwarzweißbilder beschneiden: Ja
Bilder (< 257 Farben) in indizierten Farbraum konvertieren: Ja
Bildspeicher: 947912704 Byte
Optimierungen deaktivieren: 0
Transparenz zulassen: Nein
ICC-Profil Kommentare parsen: Ja
sRGB Arbeitsfarbraum: sRGB IEC61966-2.1
DSC-Berichtstufe: 0
Flatness-Werte beibehalten: Ja
Grenzwert für künstlichen Halbfettstil: 1.0
RGB-Repräsentation als verlustfrei betrachten: Nein
Optionen für relative Pfade zulassen: Nein
Intern: Alle Bilddaten ignorieren: Nein
Intern: Optimierungen deaktivieren: 0
Intern: Benutzerdefiniertes Einheitensystem verwenden: 0
Intern: Pfad-Optimierung deaktivieren: Nein

ENDE DES REPORTS ---------------------------------
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