
 

1. Applications
• Can be used for medium loads
•  The injection anchor may be anchored in the following anchoring materials with a general 

construction permit:
Solid brick (  MB 12) in acc. with DIN 105
Solid sand-lime brick (  CS 12) in acc. with DIN 106
Vertically perforated brick (  VPB 4) in acc. with DIN 105
Perforated sand-lime brick (  PSLB 4) in acc. with DIN 106
Hollow lightweight concrete blocks (  HBLC 2) in acc. with DIN 18151
Hollow concrete blocks (  HBC 4) in acc. with DIN 18153
Aerated concrete blocks in acc. with DIN 4165 and wall elements made of aerated 
concrete in acc. with DIN 4223 (cleaning brush Art. No. 0905 499 024 must be used)

•  Anchoring in solid bricks (MB and CS) may be carried out with and without sieve sleeve
•  Anchoring in perforated bricks (VPB, PSLB, HBLC and HBC) and aerated concrete must be carried out 

with a sieve sleeve (cleaning brush Art. No. 0905 499 024 must be used)
•  WIT-AS and WIT-IG (galvanized steel, blue passivated) may be used in closed rooms, e.g. 

apartments, o   ces, schools, hospitals and sales rooms

•  WIT-AS A4 or WIT-IG A4 (stainless steel A4) may be used outdoors (including industrial atmosphere 
and near the sea) or in damp rooms

•  WIT-AS HCR and WIT-IG HCR (highly corrosion-resistant steel HCR) may be used in areas with very 
high corrosion (e.g. indoor pool atmosphere, street tunnels, poorly ventilated car parks or parts in 
seawater and in marine atmosphere)

•  Suitable for securing facades, projecting roofs, wooden structures, metal structures, metal structures, 
metal profi les, brackets, railings, screens, plumbing objects, pipes, cable conduits etc.

2. Advantages
• Secure anchoring of solid and perforated bricks  high load-bearing capacities
• The anchor may also be anchored in masonry joints
• Aerated concrete: Anchoring in the cylindrical drill hole – no special tools required
• No spreading e  ect, enabling small edge and axial distances to be complied with 
•  Cartridges can be used up to expiration of the best before date by replacing the static mixer or by 

being closed again with the sealing cap

3. Features
•  Anchoring through bond and positive locking between injection mortar, sieve sleeve, anchor bar or 

internal screw thread sleeve and anchoring base
•  Galvanized steel, stainless steel A4, highly corrosion-resistant steel HCR: General construction permit 

Z-21.3-1771
• Dimensioning: See permit Z-21.3-1771
•  Fire resistance: F30, F60, F90 and F120 (anchoring base: Solid brick, solid sand-lime brick, vertically 

perforated brick, perforated sand-lime brick, hollow pumice stone)
Load in acc. with DIN EN 1363-1-1999-10 (uniform temperature curve)

• Temperature-resistant up to 50°C, briefl y up to 80°C
• Application temperature of the mortar: Minimum +5°C
• Transport and storage temperature (cartridge): +5°C to +25°C
• Minimum shelf life when stored properly: 18 months
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WIT-VM 200 + SIEVE SLEEVE WIT-SH 18/95
24.2

Setting instructions

Drill the hole Clean the drill hole 
(blow out 2x / brush 
out 2x / blow out 2x)

Screw mixer onto 
cartridge

Before use, press out 
approx. 10 cm cord

Fill composite mortar 
starting from the base 
of the drill hole. 
(see enclosed leafl et)

Press in anchoring 
element up to drill hole 
base while turning 
slightly

Visual check of mortar 
fi lling quantity, setting 
depth marking

Comply with hardening 
time of composite 
mortar

Mount component; 
maximum torque may 
not be exceeded

Drill the hole Clean the drill hole 
(blow out 2x / brush out 
2x / blow out 2x)

Insert the sieve bush Screw the mixer onto 
the cartridge

Before use, press out 
approx. 10 cm cord

Completely fi ll with 
composite mortar from 
end of sieve sleeve 
(see enclosed leafl et)

Press in the anchoring 
element up to the 
bottom of the sleeve 
while turning slightly

Comply with the 
hardening time of 
composite mortar

Mount component; 
maximum torque may 
not be exceeded

Styrene-free 2-component 
special mortar

Individual fastening:
Solid and perforated stone masonry and aerated 
concrete

 Static Mixture Cartridge, 300 ml,
 incl. 1 static mixer 
for working with the
dispenser gun, Art. No. 0891 003

WIT-AS  Anchor Bar
 Galvanized, blue passivated steel
 Stainless steel A4
 HCR, highly corrosion-resistant steel
 Available on special order

WIT-IG Internal Screw Thread Sleeve
 Galvanized, blue passivated steel
 Stainless steel A4
 HCR, highly corrosion-resistant steel
 Available on special order

 Plastic Sieve Sleeve WIT-SH 18/95

 Proof of performance

Z-21.3-1771

Masonry:
Solid and 

perforated brick,
Aerated concrete

Good to know:
•  Use rotary drilling 

for perforated 
and hollow blocks 
(without impact 
mechanism)

  higher permissible 
loads.

            Approvals                  Test reports

Anchoring base:
Perforated brick,
Aerated concrete

Anchoring base:
Solid bricks

Fire
resistance
Direct fl ame

e  ect

Verwendete Acrobat Distiller 8.0/8.1 Joboptions
Dieser Report wurde mit Hilfe der Adobe Acrobat Distiller Erweiterung "Distiller Secrets v4.0.0" der IMPRESSED GmbH erstellt.
Registrierte Kunden können diese Startup-Datei für die Distiller Versionen 8.0/8.1 kostenlos unter http://www.impressed.de/DistillerSecrets herunterladen.

ALLGEMEIN ----------------------------------------
Beschreibung:
     
Dateioptionen:
     Kompatibilität: PDF 1.3
     Komprimierung auf Objektebene: Aus
     Seiten automatisch drehen: Aus
     Bund: Links
     Auflösung: 2400 dpi
     Alle Seiten
     Piktogramme einbetten: Nein
     Für schnelle Web-Anzeige optimieren: Nein
Papierformat:
     Breite: 226.132 Höhe: 312.916 mm

KOMPRIMIERUNG ------------------------------------
Farbbilder:
     Neuberechnung: Bikubische Neuberechnung auf 144 ppi (Pixel pro Zoll)
          für Auflösung über 288 ppi (Pixel pro Zoll)
     Komprimierung: JPEG
     Bildqualität: << /HSamples [ 2 1 1 2 ] /QFactor 1.2 /VSamples [ 2 1 1 2 ] >>
Graustufenbilder:
     Neuberechnung: Bikubische Neuberechnung auf 144 ppi (Pixel pro Zoll)
          für Auflösung über 288 ppi (Pixel pro Zoll)
     Komprimierung: JPEG
     Bildqualität: << /HSamples [ 2 1 1 2 ] /QFactor 1.2 /VSamples [ 2 1 1 2 ] >>
Schwarzweißbilder:
     Neuberechnung: Bikubische Neuberechnung auf 600 ppi (Pixel pro Zoll)
          für Auflösung über 1200 ppi (Pixel pro Zoll)
     Komprimierung: CCITT Gruppe 4
     Mit Graustufen glätten: Aus

Richtlinien:
     Richtlinien für Farbbilder
          Bei Bildauflösung unter: 150 ppi (Pixel pro Zoll)
               Ignorieren
     Richtlinien für Graustufenbilder
          Bei Bildauflösung unter: 150 ppi (Pixel pro Zoll)
               Ignorieren
     Richtlinen für monochrome Bilder
          Bei Bildauflösung unter: 1200 ppi (Pixel pro Zoll)
               Ignorieren

FONTS --------------------------------------------
Alle Schriften einbetten: Ja
Untergruppen aller eingebetteten Schriften: Ja
Untergruppen, wenn benutzte Zeichen kleiner als: 100 %
Wenn Einbetten fehlschlägt: Abbrechen
Einbetten:
     Schrift immer einbetten: [ ]
     Schrift nie einbetten: [ ]

FARBE --------------------------------------------
Farbmanagement:
     Einstellungsdatei: 
     Farbmanagement: Alle Farben in sRGB konvertieren
     Wiedergabemethode: Standard
Arbeitsfarbräume:
     Graustufen Arbeitsfarbraum: Adobe Gray - 20% Dot Gain
     RGB Arbeitsfarbraum: sRGB IEC61966-2.1
     CMYK Arbeitsfarbraum: U.S. Web Coated (SWOP) v2
Geräteabhängige Daten:
     Unterfarbreduktion und Schwarzaufbau beibehalten: Ja
     Transferfunktionen: Beibehalten
     Rastereinstellungen beibehalten: Ja

ERWEITERT ----------------------------------------
Optionen:
     Überschreiben der Adobe PDF-Einstellungen durch PostScript zulassen: Nein
     PostScript XObjects zulassen: Ja
     Farbverläufe in Smooth Shades konvertieren: Ja
     Geglättene Linien in Kurven konvertieren: Ja (Grenzwert für Glättung: 0.1)
     Level 2 copypage-Semantik beibehalten: Ja
     Einstellungen für Überdrucken beibehalten: Ja
          Überdruckstandard ist nicht Null: Ja
     Adobe PDF-Einstellungen in PDF-Datei speichern: Nein
     Ursprüngliche JPEG-Bilder wenn möglich in PDF speichern: Nein
     Portable Job Ticket in PDF-Datei speichern: Nein
     Prologue.ps und Epilogue.ps verwenden: Nein
     JDF-Datei (Job Definition Format) erstellen: Nein
(DSC) Document Structuring Conventions:
     DSC-Kommentare verarbeiten: Ja
          DSC-Warnungen protokollieren: Nein
          EPS-Info von DSC beibehalten: Nein
          OPI-Kommentare beibehalten: Nein
          Dokumentinfo von DSC beibehalten: Nein
          Für EPS-Dateien Seitengröße ändern und Grafiken zentrieren: Ja

STANDARDS ----------------------------------------
Standards - Berichterstellung und Kompatibilität:
     Kompatibilitätsstandard: Ohne

ANDERE -------------------------------------------
Distiller-Kern Version: 8000
ZIP-Komprimierung verwenden: Ja
ASCII-Format: Nein
Text und Vektorgrafiken komprimieren: Ja
Minimale Bittiefe für Farbbild Downsampling: 1
Minimale Bittiefe für Graustufenbild Downsampling: 2
Farbbilder glätten: Nein
Graustufenbilder glätten: Nein
Farbbilder beschneiden: Ja
Graustufenbilder beschneiden: Ja
Schwarzweißbilder beschneiden: Ja
Bilder (< 257 Farben) in indizierten Farbraum konvertieren: Ja
Bildspeicher: 947912704 Byte
Optimierungen deaktivieren: 0
Transparenz zulassen: Nein
ICC-Profil Kommentare parsen: Ja
sRGB Arbeitsfarbraum: sRGB IEC61966-2.1
DSC-Berichtstufe: 0
Flatness-Werte beibehalten: Ja
Grenzwert für künstlichen Halbfettstil: 1.0
RGB-Repräsentation als verlustfrei betrachten: Nein
Optionen für relative Pfade zulassen: Nein
Intern: Alle Bilddaten ignorieren: Nein
Intern: Optimierungen deaktivieren: 0
Intern: Benutzerdefiniertes Einheitensystem verwenden: 0
Intern: Pfad-Optimierung deaktivieren: Nein

ENDE DES REPORTS ---------------------------------

Die "Distiller Secrets" Startup-Datei ist eine Entwicklung der

IMPRESSED GmbH
Bahrenfelder Chaussee 49
22761 Hamburg, Germany
Tel. +49 40 897189-0
Fax +49 40 897189-71
Email: info@impressed.de
Web: www.impressed.de


