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ADHESIVE OVERVIEW TABLE
Key
++ Especially suitable
+ Suitable
v Possibly, after advance trial
– Not suitable
0 Good adhesion onto surfaces marked ++, but not to each other

Designation Basis Contents Art. No. P. Qty. Features

Super Fast Glue Cyanoacrylate  5 g
20 g
50 g

0893 090 0
0893 09
0893 090

1/25
1
1

• Extremely quick-hardening cyanoacrylate adhesive 
• Handling strength achieved in seconds

Elastobond Cyanoacrylate 20 g 0893 092 1 • Very quickly hardening cyanoacrylate adhesive 
• Black, flexible yet stiff, high-temperature resistant

Plastobond Cyanoacrylate 20 g 0893 091 1 • Very quickly hardening cyanoacrylate adhesive
• For adhesion of hard-to-glue plastics

Brush Instant Adhesive Cyanoacrylate 4 g 0893 094 1/25 • Extremely quick-hardening cyanoacrylate adhesive
• For very thin adhesive application, even overhead

SKG Cyanoacrylate  3 g
20 g

0893 403
0893 403 1

1/40
1/10

• Extremely quick-hardening cyanoacrylate adhesive
• Gel, no running off on vertical surfaces

Super Fast Wood Glue Cyanoacrylate 50 g 0893 423 1 • Extremely quick-hardening cyanoacrylate adhesive
• Especially well-suited for wood connections

Special glass-to-metal 
adhesive

Urethane acrylate, modified 
methacrylate

1 g 
(hardener, 0.5 
ml)

0893 40 5 • Quick adhesion of glass on metal
• Further treatment of the materials after 2 – 3 minutes

AL-1 2-Component 
Adhesive

Epoxy resin 2 x 400 g 0892 130 010 6 • Solvent-free 2-component adhesive
• Temperature-resistant up to +120°C

PUR 2-Component 
Adhesive

Polyurethane 550 g
900 g

0892 135 1
0892 135

6
6

• Solvent-free 2-component adhesive
• Temperature-resistant up to +120°C

ESK 48 Epoxy Resin 
Fast-Acting Adhesive

Epoxy resin 28 ml 0893 480 3 • Can be painted over, sandable
• Quick-hardening if heated

Special Plastic Adhesive Acrylate hybrid 38 ml 0893 480 001 1 • Exceptional adhesion to plastics, particularly PP and PE
• Quick strengthening and short application time

Multi-Purpose Adhesive Chlorobutadiene rubber 65.5 ml
185 ml
730 ml
4.600 ml

0893 100 021
0893 100 022
0893 100 023
0893 100 024

1/12
1/12
1/12
1

• Toluene-free, aging-resistant contact adhesive
• Temperature-resistant up to approx. +110°C

Spray Adhesive Synthetic rubber 500 ml 0890 100 055 1/12 • Quick-drying multi-purpose adhesive
• Adjustable spray head

High-Strength Spray-On 
Adhesive

Synthetic rubber 400 ml 0890 100 056 1/12 • Great immediate adhesion power
• Adjustable spray head

Spray Adhesive Acrylic resin 400 ml 0893 100 20 1/12 • Reusable adhesive, no adhesive residue

Profile Rubber Adhesive Polychloroprene rubber 180 g 0890 100 015 1/12 • Age-resistant contact adhesive
• Temperature-resistant up to approx. +100°C

Assembly Adhesive Synthetic rubber artificial 
resin

310 ml 0892 100 100 1/12 • Quick, high-strength construction adhesive
• High resistance to aging and weather
• Can be painted over

Absobon Assembly 
Adhesive

Acrylic dispersion 310 ml 0893 100 100 1/12 • Solvent-free, odorless
• High resistance to aging and weather
• Quick, high-strength assembly adhesive

Multi High-Strength 
Adhesive

Polyurethane 310 ml 0893 100 110 1/12 • Very quick construction adhesive with minimal foaming
•  High adhesive strength and water and temperature resistance, tested 

as per DIN EN 204-D4 by ift Rosenheim, corresponds to Watt 91.
Rapid PUR Construction 
Adhesive

Polyurethane 310 ml 0892 100 102 1/12 • Quick, foaming construction adhesive
• High resistance to water and temperature

Glass Clear Adhesive 
Sealant

MS polymer 290 ml 0893 225 0 1/12 • For constructive, elastic adhesions
• Very broad adhesion range

Mirror Adhesive Polymer rubber 290 ml 0890 600 1/12 • Solvent-free mirror adhesive
• Quick, elastic hardening
• Does not attack the mirror coating

FSK System Adhesive Vinyl chloride polymer 200 g
200 g

0892 100 09
0892 100 091

1/30
1/30

• Ideal for cold welding PVC profiles
• High-viscosity, thixotropic adhesive mass
• UV-, aging-, weather- and chemical-resistance

Wütop Film Adhesive Acryl polymer dispersion 310 ml
600 ml

0893 700 100
0893 700 110

1/12
20

• Solvent-free
• Long-term adhesive strength on vapor blocks/barriers
• Tested seal of 600 Pa by IBP Stuttgart

Hot-Melt Adhesive Ethylene copolymer 1.8 kg
5 kg

0890 100 052
0890 100 054

1
5

• Quick adhesion with short press-on time
• Transparent sticks highly flexible in use

Bond+Seal Polyurethane 310 ml
400 ml
600 ml
 70 ml

0890 100 1–6
0890 100 111–113
0890 100 181–183
0890 100 11–31

1/12/24
12
20
1/24

• Elastic adhesive sealant for a wide variety of applications
• Can be sanded and painted over
• Foodstuff-approved (Isega certificate)

Bond+Seal Fast Polyurethane 310 ml 0890 100 710-730 1/12/24 • Continually elastic strong adhesive sealant
• Can be sanded and painted over
• Foodstuff-approved (Isega certificate)

Bond + Seal Power Polyurethane hybrid 300 ml 0893 235 1-3 1/12 • Very strong adhesive sealant with high initial strength
• Can be painted over, UV-, weather- and age-resistance
• NSF-registered

With this information we want to advise you to the best of our 
knowledge based on our tests and experience. We assume no liability 
for the application results in individual cases, however, due to the large 
number of applications and the storage and application conditions that 
lie outside the scope of our infl uence. This also applies to the use of the 
non-binding technical and commercial customer service we provide. 

We always recommend that you conduct your own tests. We guarantee 
the consistent quality of our products. We reserve the right to make 
technical changes and carry out further development. For further 
information, see the Technical Data Sheet.

Verwendete Acrobat Distiller 8.0/8.1 Joboptions
Dieser Report wurde mit Hilfe der Adobe Acrobat Distiller Erweiterung "Distiller Secrets v4.0.0" der IMPRESSED GmbH erstellt.
Registrierte Kunden können diese Startup-Datei für die Distiller Versionen 8.0/8.1 kostenlos unter http://www.impressed.de/DistillerSecrets herunterladen.

ALLGEMEIN ----------------------------------------
Beschreibung:
     
Dateioptionen:
     Kompatibilität: PDF 1.3
     Komprimierung auf Objektebene: Aus
     Seiten automatisch drehen: Aus
     Bund: Links
     Auflösung: 2400 dpi
     Alle Seiten
     Piktogramme einbetten: Nein
     Für schnelle Web-Anzeige optimieren: Nein
Papierformat:
     Breite: 226.132 Höhe: 312.916 mm

KOMPRIMIERUNG ------------------------------------
Farbbilder:
     Neuberechnung: Bikubische Neuberechnung auf 144 ppi (Pixel pro Zoll)
          für Auflösung über 288 ppi (Pixel pro Zoll)
     Komprimierung: JPEG
     Bildqualität: << /HSamples [ 2 1 1 2 ] /QFactor 1.2 /VSamples [ 2 1 1 2 ] >>
Graustufenbilder:
     Neuberechnung: Bikubische Neuberechnung auf 144 ppi (Pixel pro Zoll)
          für Auflösung über 288 ppi (Pixel pro Zoll)
     Komprimierung: JPEG
     Bildqualität: << /HSamples [ 2 1 1 2 ] /QFactor 1.2 /VSamples [ 2 1 1 2 ] >>
Schwarzweißbilder:
     Neuberechnung: Bikubische Neuberechnung auf 600 ppi (Pixel pro Zoll)
          für Auflösung über 1200 ppi (Pixel pro Zoll)
     Komprimierung: CCITT Gruppe 4
     Mit Graustufen glätten: Aus

Richtlinien:
     Richtlinien für Farbbilder
          Bei Bildauflösung unter: 150 ppi (Pixel pro Zoll)
               Ignorieren
     Richtlinien für Graustufenbilder
          Bei Bildauflösung unter: 150 ppi (Pixel pro Zoll)
               Ignorieren
     Richtlinen für monochrome Bilder
          Bei Bildauflösung unter: 1200 ppi (Pixel pro Zoll)
               Ignorieren

FONTS --------------------------------------------
Alle Schriften einbetten: Ja
Untergruppen aller eingebetteten Schriften: Ja
Untergruppen, wenn benutzte Zeichen kleiner als: 100 %
Wenn Einbetten fehlschlägt: Abbrechen
Einbetten:
     Schrift immer einbetten: [ ]
     Schrift nie einbetten: [ ]

FARBE --------------------------------------------
Farbmanagement:
     Einstellungsdatei: 
     Farbmanagement: Alle Farben in sRGB konvertieren
     Wiedergabemethode: Standard
Arbeitsfarbräume:
     Graustufen Arbeitsfarbraum: Adobe Gray - 20% Dot Gain
     RGB Arbeitsfarbraum: sRGB IEC61966-2.1
     CMYK Arbeitsfarbraum: U.S. Web Coated (SWOP) v2
Geräteabhängige Daten:
     Unterfarbreduktion und Schwarzaufbau beibehalten: Ja
     Transferfunktionen: Beibehalten
     Rastereinstellungen beibehalten: Ja

ERWEITERT ----------------------------------------
Optionen:
     Überschreiben der Adobe PDF-Einstellungen durch PostScript zulassen: Nein
     PostScript XObjects zulassen: Ja
     Farbverläufe in Smooth Shades konvertieren: Ja
     Geglättene Linien in Kurven konvertieren: Ja (Grenzwert für Glättung: 0.1)
     Level 2 copypage-Semantik beibehalten: Ja
     Einstellungen für Überdrucken beibehalten: Ja
          Überdruckstandard ist nicht Null: Ja
     Adobe PDF-Einstellungen in PDF-Datei speichern: Nein
     Ursprüngliche JPEG-Bilder wenn möglich in PDF speichern: Nein
     Portable Job Ticket in PDF-Datei speichern: Nein
     Prologue.ps und Epilogue.ps verwenden: Nein
     JDF-Datei (Job Definition Format) erstellen: Nein
(DSC) Document Structuring Conventions:
     DSC-Kommentare verarbeiten: Ja
          DSC-Warnungen protokollieren: Nein
          EPS-Info von DSC beibehalten: Nein
          OPI-Kommentare beibehalten: Nein
          Dokumentinfo von DSC beibehalten: Nein
          Für EPS-Dateien Seitengröße ändern und Grafiken zentrieren: Ja

STANDARDS ----------------------------------------
Standards - Berichterstellung und Kompatibilität:
     Kompatibilitätsstandard: Ohne

ANDERE -------------------------------------------
Distiller-Kern Version: 8000
ZIP-Komprimierung verwenden: Ja
ASCII-Format: Nein
Text und Vektorgrafiken komprimieren: Ja
Minimale Bittiefe für Farbbild Downsampling: 1
Minimale Bittiefe für Graustufenbild Downsampling: 2
Farbbilder glätten: Nein
Graustufenbilder glätten: Nein
Farbbilder beschneiden: Ja
Graustufenbilder beschneiden: Ja
Schwarzweißbilder beschneiden: Ja
Bilder (< 257 Farben) in indizierten Farbraum konvertieren: Ja
Bildspeicher: 947912704 Byte
Optimierungen deaktivieren: 0
Transparenz zulassen: Nein
ICC-Profil Kommentare parsen: Ja
sRGB Arbeitsfarbraum: sRGB IEC61966-2.1
DSC-Berichtstufe: 0
Flatness-Werte beibehalten: Ja
Grenzwert für künstlichen Halbfettstil: 1.0
RGB-Repräsentation als verlustfrei betrachten: Nein
Optionen für relative Pfade zulassen: Nein
Intern: Alle Bilddaten ignorieren: Nein
Intern: Optimierungen deaktivieren: 0
Intern: Benutzerdefiniertes Einheitensystem verwenden: 0
Intern: Pfad-Optimierung deaktivieren: Nein

ENDE DES REPORTS ---------------------------------

Die "Distiller Secrets" Startup-Datei ist eine Entwicklung der

IMPRESSED GmbH
Bahrenfelder Chaussee 49
22761 Hamburg, Germany
Tel. +49 40 897189-0
Fax +49 40 897189-71
Email: info@impressed.de
Web: www.impressed.de


