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TRIATHLON® ENGINE OILS For passenger cars

Triathlon® Engine Oils are 
produced and packaged in 
compliance with the most 
stringent quality specifi cations 
according to DIN EN ISO 9001.
• High level of product safety.
• Broad manufacturer approvals.

With Triathlon® Oils, only high-
quality fi rst raffi  nates and raw 
materials are used.
•  Fulfi lls the major specifi cations of auto-

mobile manufacturers.

Designation Area of use Performance class/Approval Contents Art. No. P. Qty.
UNIVERSAL SAE 15W-40
High-performance multi-use engine oil 
for optimum lubrication and a long 
engine service life. Good wear-
protection properties and prevention of 
black sludge formation. Low oil 
consumption; very age-, viscosity- and 
temperature-stable.

MINERAL
Year-round engine oil for gasoline and 
diesel engines with or without exhaust-
gas turbocharging (EGT).

ACEA A3-04/B4-04/E2-96 #5
API SL/CF/CG-4
MB Approval 229.1, MB Approval 
228.3, Allison C4, Caterpillar TO-2
Würth also recommends this product for 
vehicles which comply with the following 
specifications:
Volvo VDS, Mack EO-L, MTU type 2

  1 L 0897 115 401 1/12
  5 L 0897 115 402 1/3
 20 L 0897 115 403 1
 60 L 0897 115 404 1
208 L 0897 115 405 1
Bulk qty. 0897 115 409 1

ULTRA 10W-40
Smooth-running engine oil with synthetic 
components for passenger cars. Fuel-
saving smooth-running oil with excellent 
cold-starting behavior. Outstanding 
wear and corrosion protection.

MINERAL
Year-round engine oil for modern pas-
senger-car gasoline, diesel and tur-
bocharged engines with or without an 
intercooler. Ideal for stringent engine 
requirements.

ACEA A3-04/B3-04
API SL/CF
VW 501 01/505 00, 
MB Approval 229.1

  1 L 0897 110 401 1/12
  5 L 0897 110 402 1/3
 20 L 0897 110 403 1
 60 L 0897 110 404 1
208 L 0897 110 405 1
Bulk qty. 0897 110 409 1

SYNTHETIC 5W-40
Smooth-running engine oil for optimal 
engine performance. Excellent wear 
protection for a longer engine service 
life. Saves fuel and reduces emissions. 
Outstanding corrosion protection and 
behavior at low temperatures; use down 
to –30°C.

FULLY SYNTHETIC
Year-round oil for modern gasoline and 
diesel engines. Especially ideal for the 
most stringent requirements. Turbo and 
catalytic-converter tested.

ACEA A3-04/B4-04
API SM/CF
Würth also recommends this product for 
vehicles which comply with the following 
specifications:
VW 502 00/505 00, BMW Longlife-
98, MB 229.3, Porsche A40

  1 L 0897 105 401 1/12
  5 L 0897 105 402 1/3
 20 L 0897 105 403 1
 60 L 0897 105 404 1
208 L 0897 105 405 1
Bulk qty. 0897 105 409 1

SPECIAL PD 5W-30
High-performance engine oil which 
meets the latest requirements of the most 
modern diesel engine designs. Optimal 
engine cleanliness. Good flow behavior 
at low temperatures. High level of wear 
protection, reduced friction.

HC SYNTHETIC
Optimally suited for pump nozzle 
injection systems and other diesel 
engines with or without exhaust-gas 
turbocharging (EGT). Especially ideal in 
cases with stringent engine 
requirements.

ACEA A3-04/B4-04/C3-04
API SM/CF
VW 505 00/505 01
Würth also recommends this product for 
vehicles which comply with the following 
specifications:
VW 502 00, BMW Longlife-04, 
MB 229.51, Ford WSS-M2C 917-A

  1 L 0897 905 501 1/12
  5 L 0897 905 502 1/3
 20 L 0897 905 503 1
 60 L 0897 905 504 1

EXTRA 5W-30
Low-viscosity smooth-running oil for 
year-round use. Specially formulated for 
vehicles requiring an ACEA A1 or B1 
engine oil. High level of wear 
protection, reduced friction and 
therefore extended engine service life.

HC SYNTHETIC
Primarily required for various vehicle 
models from Ford in gasoline and diesel 
vehicles from 7/98, and by other 
vehicle manufacturers. Turbo and 
catalytic-converter tested.

ACEA A1-02/A5-02/B1-02 
API SL
Ford WSS-M2C 913-A/WSS-M2C 
913-B/WSS-M2C 912-A1, ILSAC GF-2

  1 L 0897 905 301 1/12
  5 L 0897 905 302 1/3
 20 L 0897 905 303 1
 60 L 0897 905 304 1
208 L 0897 905 305 1

EXTRA II 5W-30
Modern smooth-running engine oil 
especially well-suited for long oil-change 
intervals and demanding engine 
requirements. High shearing and aging 
stability. Saves fuel and reduces 
emissions.

HC SYNTHETIC
Optimally suited for modern gasoline 
and diesel engines with and without 
multi-valve technology, valvetronic, 
exhaust-gas turbocharging and with and 
without diesel particle filter (DPF) or 
charge-air cooling (CAC).

ACEA A5-08/B5-08
Ford WSS-M2C 913-A/ 
Ford WSS-M2C 913-B/
Ford WSS-M2C 913-C/
Ford WSS-M2C 913-D
Würth also recommends this product for 
vehicles which comply with the following 
specifications:
Fiat 9.55535-G1

  1 L 0897 905 341 1/12
  5 L 0897 905 342 1/3
 20 L 0897 905 343 1
 60 L 0897 905 344 1
208 L 0897 905 345 1

Orange = fully synthetic Green = HC synthetic Yellow = mineral

Verwendete Acrobat Distiller 8.0/8.1 Joboptions
Dieser Report wurde mit Hilfe der Adobe Acrobat Distiller Erweiterung "Distiller Secrets v4.0.0" der IMPRESSED GmbH erstellt.
Registrierte Kunden können diese Startup-Datei für die Distiller Versionen 8.0/8.1 kostenlos unter http://www.impressed.de/DistillerSecrets herunterladen.

ALLGEMEIN ----------------------------------------
Beschreibung:
     
Dateioptionen:
     Kompatibilität: PDF 1.3
     Komprimierung auf Objektebene: Aus
     Seiten automatisch drehen: Aus
     Bund: Links
     Auflösung: 2400 dpi
     Alle Seiten
     Piktogramme einbetten: Nein
     Für schnelle Web-Anzeige optimieren: Nein
Papierformat:
     Breite: 226.001 Höhe: 313.002 mm

KOMPRIMIERUNG ------------------------------------
Farbbilder:
     Neuberechnung: Bikubische Neuberechnung auf 144 ppi (Pixel pro Zoll)
          für Auflösung über 288 ppi (Pixel pro Zoll)
     Komprimierung: JPEG
     Bildqualität: << /HSamples [ 2 1 1 2 ] /QFactor 1.2 /VSamples [ 2 1 1 2 ] >>
Graustufenbilder:
     Neuberechnung: Bikubische Neuberechnung auf 144 ppi (Pixel pro Zoll)
          für Auflösung über 288 ppi (Pixel pro Zoll)
     Komprimierung: JPEG
     Bildqualität: << /HSamples [ 2 1 1 2 ] /QFactor 1.2 /VSamples [ 2 1 1 2 ] >>
Schwarzweißbilder:
     Neuberechnung: Bikubische Neuberechnung auf 600 ppi (Pixel pro Zoll)
          für Auflösung über 1200 ppi (Pixel pro Zoll)
     Komprimierung: CCITT Gruppe 4
     Mit Graustufen glätten: Aus

Richtlinien:
     Richtlinien für Farbbilder
          Bei Bildauflösung unter: 150 ppi (Pixel pro Zoll)
               Ignorieren
     Richtlinien für Graustufenbilder
          Bei Bildauflösung unter: 150 ppi (Pixel pro Zoll)
               Ignorieren
     Richtlinen für monochrome Bilder
          Bei Bildauflösung unter: 1200 ppi (Pixel pro Zoll)
               Ignorieren

FONTS --------------------------------------------
Alle Schriften einbetten: Ja
Untergruppen aller eingebetteten Schriften: Ja
Untergruppen, wenn benutzte Zeichen kleiner als: 100 %
Wenn Einbetten fehlschlägt: Abbrechen
Einbetten:
     Schrift immer einbetten: [ ]
     Schrift nie einbetten: [ ]

FARBE --------------------------------------------
Farbmanagement:
     Einstellungsdatei: 
     Farbmanagement: Alle Farben in sRGB konvertieren
     Wiedergabemethode: Standard
Arbeitsfarbräume:
     Graustufen Arbeitsfarbraum: Adobe Gray - 20% Dot Gain
     RGB Arbeitsfarbraum: sRGB IEC61966-2.1
     CMYK Arbeitsfarbraum: U.S. Web Coated (SWOP) v2
Geräteabhängige Daten:
     Unterfarbreduktion und Schwarzaufbau beibehalten: Ja
     Transferfunktionen: Beibehalten
     Rastereinstellungen beibehalten: Ja

ERWEITERT ----------------------------------------
Optionen:
     Überschreiben der Adobe PDF-Einstellungen durch PostScript zulassen: Nein
     PostScript XObjects zulassen: Ja
     Farbverläufe in Smooth Shades konvertieren: Ja
     Geglättene Linien in Kurven konvertieren: Ja (Grenzwert für Glättung: 0.1)
     Level 2 copypage-Semantik beibehalten: Ja
     Einstellungen für Überdrucken beibehalten: Ja
          Überdruckstandard ist nicht Null: Ja
     Adobe PDF-Einstellungen in PDF-Datei speichern: Nein
     Ursprüngliche JPEG-Bilder wenn möglich in PDF speichern: Nein
     Portable Job Ticket in PDF-Datei speichern: Nein
     Prologue.ps und Epilogue.ps verwenden: Nein
     JDF-Datei (Job Definition Format) erstellen: Nein
(DSC) Document Structuring Conventions:
     DSC-Kommentare verarbeiten: Ja
          DSC-Warnungen protokollieren: Nein
          EPS-Info von DSC beibehalten: Nein
          OPI-Kommentare beibehalten: Nein
          Dokumentinfo von DSC beibehalten: Nein
          Für EPS-Dateien Seitengröße ändern und Grafiken zentrieren: Ja

STANDARDS ----------------------------------------
Standards - Berichterstellung und Kompatibilität:
     Kompatibilitätsstandard: Ohne

ANDERE -------------------------------------------
Distiller-Kern Version: 8000
ZIP-Komprimierung verwenden: Ja
ASCII-Format: Nein
Text und Vektorgrafiken komprimieren: Ja
Minimale Bittiefe für Farbbild Downsampling: 1
Minimale Bittiefe für Graustufenbild Downsampling: 2
Farbbilder glätten: Nein
Graustufenbilder glätten: Nein
Farbbilder beschneiden: Ja
Graustufenbilder beschneiden: Ja
Schwarzweißbilder beschneiden: Ja
Bilder (< 257 Farben) in indizierten Farbraum konvertieren: Ja
Bildspeicher: 947912704 Byte
Optimierungen deaktivieren: 0
Transparenz zulassen: Nein
ICC-Profil Kommentare parsen: Ja
sRGB Arbeitsfarbraum: sRGB IEC61966-2.1
DSC-Berichtstufe: 0
Flatness-Werte beibehalten: Ja
Grenzwert für künstlichen Halbfettstil: 1.0
RGB-Repräsentation als verlustfrei betrachten: Nein
Optionen für relative Pfade zulassen: Nein
Intern: Alle Bilddaten ignorieren: Nein
Intern: Optimierungen deaktivieren: 0
Intern: Benutzerdefiniertes Einheitensystem verwenden: 0
Intern: Pfad-Optimierung deaktivieren: Nein

ENDE DES REPORTS ---------------------------------

Die "Distiller Secrets" Startup-Datei ist eine Entwicklung der

IMPRESSED GmbH
Bahrenfelder Chaussee 49
22761 Hamburg, Germany
Tel. +49 40 897189-0
Fax +49 40 897189-71
Email: info@impressed.de
Web: www.impressed.de


