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TRIATHLON® GEAR AND HYDRAULIC OILS Gear oils

Triathlon® Gear and Hydraulic 
Oils are produced and 
packaged in compliance with 
the most stringent quality 
specifi cations according to DIN 
EN ISO 9001.
• High level of product safety.
• Broad manufacturer approvals.

With Triathlon® Oils, only high-
quality fi rst ra   nates and raw 
materials are used.
•  Fulfi lls the major specifi cations of 

automobile manufacturers.

Designation Area of use Performance class/Approval Contents Art. No. P. Qty.
GEAR HYPOID 85W-90
High-performance gear oil for hypoid 
transmissions with a large axle offset, as 
well as for transfer cases, intermediate 
and auxiliary transmissions. Also 
suitable for non-synchronized manual 
transmissions.

MINERAL
High-performance oil for hypoid final 
drives. 
For use in passenger cars and 
commercial vehicles.

API GL 5
MB Approval 235.0, MAN 342 
type M1,
MIL-L 2105 D
Würth also recommends this 
product for vehicles which comply 
with the following specifi cations:
ZF-TE-ML 05A/16C/17B/
19B/21A

  1 L 0897 485 901 1/6
  5 L 0897 485 902 1/3
 20 L 0897 485 903 1
 60 L 0897 485 904 1
208 L 0897 485 905 1

GEAR HYPOID 75W-90
High-performance high-pressure gear oil 
for a broad range of applications. 
Offers outstanding wear protection, 
optimal high-pressure properties and a 
high level of corrosion protection.

FULLY SYNTHETIC
Optimally suited for heavily loaded 
manual, auxiliary, transaxial and hypoid 
transmissions requiring a lubricant 
according to API GL 5. For use in 
passenger cars and commercial 
vehicles.

API GL 5
MIL-L-2105 C/D

  1 L 0897 475 931 1/6

GEAR HYPOID 75W-140
High-performance hypoid gear oil with 
extremely high pressure-absorption 
capacity. Offers outstanding wear 
protection, optimal age resistance and a 
high level of corrosion protection. 
Reduces running noises and is 
excellently suited for long oil-change 
intervals.

FULLY SYNTHETIC
Optimally suited for the heaviest loads, 
especially in final drives with and 
without locking differentials and in 
auxiliary units. 
For use in passenger cars and commer-
cial vehicles.

API GL 5 LS
Würth also recommends this product for 
vehicles which comply with the following 
specifications:
Rear axle gearbox oil, Ford WSL-M2C 
192A, Scania STO 1:0, VME, 
ZF-TE-ML 05D/12D/16G/21D

  1 L 0897 475 141 1/6
 20 L 0897 475 143 1

GEAR 85W-90
High-performance high-pressure gear oil 
with high pressure-absorption capacity. 
Prohibits wear and offers outstanding 
resistance to aging.

MINERAL
Optimally suited for transmissions, and 
in particular manual transmissions and 
final drives requiring an oil in 
accordance with API GL 4. 
For use in passenger cars and commer-
cial vehicles.

API GL 4
Würth also recommends this product for 
vehicles which comply with the following 
specifications:
MAN 341 type Z2, ZF-TE-ML 
02A/16A/17A/19A, MIL-L 2105

 60 L 0897 485 914 1

GEAR 80W
High-performance high-pressure gear oil 
with excellent viscosity to temperature 
behavior. Inhibits wear and provides 
outstanding resistance to aging.

MINERAL
Optimally suited for manual 
transmissions, final drives, combined 
manual transmissions and final drives, 
as well as for steering gears and 
transfer cases.
For use in passenger cars and 
commercial vehicles.

API GL 4
MB Approval 235.1, MAN 341 
type Z2/type E1, MIL-L 2105
Würth also recommends this product for 
vehicles which comply with the following 
specifications:
ZF 02A/17A 

  1 L 0897 480 001 1/6
 20 L 0897 480 003 1
 60 L 0897 480 004 1

GEAR 75W-90
High-performance high-pressure gear oil 
for a broad range of applications. 
Reduces running noises with outstanding 
lubrication. High degree of corrosion 
and wear protection, as well as optimal 
resistance to aging.

FULLY SYNTHETIC 
Optimally suited for heavily loaded 
manual, auxiliary, transaxial and hypoid 
transmissions requiring a lubricant 
according to API GL 4+. 
For use in passenger cars and 
commercial vehicles.

API GL 4+
Ford ESD M2C 175-A
Würth also recommends this product for 
vehicles which comply with the following 
specifications:
VW 50150 (G50), ZF-TE-ML 08A.

  1 L 0897 475 921 1/6
 20 L 0897 475 923 1

Orange = fully synthetic Yellow = mineral

Verwendete Distiller Joboptions
Dieser Report wurde mit Hilfe der Adobe Acrobat Distiller Erweiterung "Distiller Secrets v3.0.2" der IMPRESSED GmbH erstellt.
Registrierte Kunden können diese Startup-Datei für die Distiller Versionen 7.0.x kostenlos unter http://www.impressed.de/DistillerSecrets herunterladen.

ALLGEMEIN ----------------------------------------
Beschreibung:
     
Dateioptionen:
     Kompatibilität: PDF 1.3
     Komprimierung auf Objektebene: Aus
     Seiten automatisch drehen: Aus
     Bund: Links
     Auflösung: 2400 dpi
     Alle Seiten
     Piktogramme einbetten: Nein
     Für schnelle Web-Anzeige optimieren: Nein
Papierformat:
     Breite: 224.35 Höhe: 310.45 mm

KOMPRIMIERUNG ------------------------------------
Farbbilder:
     Neuberechnung: Bikubische Neuberechnung auf 144 ppi (Pixel pro Zoll)
          für Auflösung über 288 ppi (Pixel pro Zoll)
     Komprimierung: JPEG
     Bildqualität: << /HSamples [ 2 1 1 2 ] /QFactor 1.2 /VSamples [ 2 1 1 2 ] >>
Graustufenbilder:
     Neuberechnung: Bikubische Neuberechnung auf 144 ppi (Pixel pro Zoll)
          für Auflösung über 288 ppi (Pixel pro Zoll)
     Komprimierung: JPEG
     Bildqualität: << /HSamples [ 2 1 1 2 ] /QFactor 1.2 /VSamples [ 2 1 1 2 ] >>
Schwarzweißbilder:
     Neuberechnung: Bikubische Neuberechnung auf 600 ppi (Pixel pro Zoll)
          für Auflösung über 1200 ppi (Pixel pro Zoll)
     Komprimierung: CCITT Gruppe 4
     Mit Graustufen glätten: Aus

Richtlinien:
     Richtlinien für Farbbilder
          Bei Bildauflösung unter: 150 ppi (Pixel pro Zoll)
               Ignorieren
     Richtlinien für Graustufenbilder
          Bei Bildauflösung unter: 150 ppi (Pixel pro Zoll)
               Ignorieren
     Richtlinen für monochrome Bilder
          Bei Bildauflösung unter: 1200 ppi (Pixel pro Zoll)
               Ignorieren

FONTS --------------------------------------------
Alle Schriften einbetten: Ja
Untergruppen aller eingebetteten Schriften: Ja
Untergruppen, wenn benutzte Zeichen kleiner als: 100 %
Wenn Einbetten fehlschlägt: Abbrechen
Einbetten:
     Schrift immer einbetten: [ ]
     Schrift nie einbetten: [ ]

FARBE --------------------------------------------
Farbmanagement:
     Einstellungsdatei: 
     Farbmanagement: Alle Farben in sRGB konvertieren
     Wiedergabemethode: Standard
Arbeitsfarbräume:
     Graustufen Arbeitsfarbraum: Adobe Gray - 20% Dot Gain
     RGB Arbeitsfarbraum: sRGB IEC61966-2.1
     CMYK Arbeitsfarbraum: U.S. Web Coated (SWOP) v2
Geräteabhängige Daten:
     Unterfarbreduktion und Schwarzaufbau beibehalten: Ja
     Transferfunktionen: Beibehalten
     Rastereinstellungen beibehalten: Ja

ERWEITERT ----------------------------------------
Optionen:
     Überschreiben der Adobe PDF-Einstellungen durch PostScript zulassen: Nein
     PostScript XObjects zulassen: Ja
     Farbverläufe in Smooth Shades konvertieren: Ja
     Geglättene Linien in Kurven konvertieren: Ja (Grenzwert für Glättung: 0.1)
     Level 2 copypage-Semantik beibehalten: Ja
     Einstellungen für Überdrucken beibehalten: Ja
          Überdruckstandard ist nicht Null: Ja
     Adobe PDF-Einstellungen in PDF-Datei speichern: Nein
     Ursprüngliche JPEG-Bilder wenn möglich in PDF speichern: Nein
     Portable Job Ticket in PDF-Datei speichern: Nein
     Prologue.ps und Epilogue.ps verwenden: Nein
     JDF-Datei (Job Definition Format) erstellen: Nein
(DSC) Document Structuring Conventions:
     DSC-Kommentare verarbeiten: Ja
          DSC-Warnungen protokollieren: Nein
          EPS-Info von DSC beibehalten: Nein
          OPI-Kommentare beibehalten: Nein
          Dokumentinfo von DSC beibehalten: Nein
          Für EPS-Dateien Seitengröße ändern und Grafiken zentrieren: Ja

PDF/X --------------------------------------------
Standards - Berichterstellung und Kompatibilität:
     Kompatibilitätsstandard: Nein

ANDERE -------------------------------------------
Distiller-Kern Version: 7050
ZIP-Komprimierung verwenden: Ja
ASCII-Format: Nein
Text und Vektorgrafiken komprimieren: Ja
Minimale Bittiefe für Farbbild Downsampling: 1
Minimale Bittiefe für Graustufenbild Downsampling: 2
Farbbilder glätten: Nein
Graustufenbilder glätten: Nein
Farbbilder beschneiden: Ja
Graustufenbilder beschneiden: Ja
Schwarzweißbilder beschneiden: Ja
Bilder (< 257 Farben) in indizierten Farbraum konvertieren: Ja
Bildspeicher: 947912704 Byte
Optimierungen deaktivieren: 0
Transparenz zulassen: Nein
ICC-Profil Kommentare parsen: Ja
sRGB Arbeitsfarbraum: sRGB IEC61966-2.1
DSC-Berichtstufe: 0
Flatness-Werte beibehalten: Ja
Grenzwert für künstlichen Halbfettstil: 1.0

ENDE DES REPORTS ---------------------------------

IMPRESSED GmbH
Bahrenfelder Chaussee 49
22761 Hamburg, Germany
Tel. +49 40 897189-0
Fax +49 40 897189-71
Email: info@impressed.de
Web: www.impressed.de


