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WÜRTH SEALANT TECHNOLOGY

For detailed information, see product information.

RKD-Flex 
Sealant

20

Applications
Sealing of cable and pipe 
openings in areas that touch 
the ground. In conjunction 
with PU foam and fixing 
cement

Properties
• Ready to apply
• Permanently elastic
• Pasty

The complete product line - 
the optimum solution for any 
application.

Perfect Neutral 
Silicone

1

Applications
Sealing glass in wooden, 
plastic and aluminum 
windows.

Properties
• Permanently elastic
•  compatible with paint; 

optimized glass, paint and 
glazing adhesion

•  Highly adhesive

Stone and 
Facade Sealant

4

Applications
Expansion and sealing joints 
especially outdoors, e.g. 
windows, doors, facade 
connection and building joints.

Properties
• Permanently elastic
•  Can be painted over, except 

transparent (following 
preliminary test)

• Compatible with paint

Neutral 
Silicone

3

Applications
Sealing floor and wall joints 
from which low performance 
is required.

Properties
• For universal use
• Permanently elastic
• Compatible with paint

Special Neutral 
Silicone

2

Applications
Sealing glass, sealing 
expansion joints indoors and 
outdoors.

Properties
• Permanently elastic
•  Compatible with paint; 

optimized glass, paint and 
glazing adhesion

•  Virtually odorless

6
Silicone Acetate 
Food Safe

Applications
Sealing joints in food 
processing and drinking 
water sector, kitchen 
construction, butcher 
shops, bakeries, aquarium 
construction.

Properties
• Permanently elastic
•  compatible with paint; 

optimized glass, paint and 
glazing adhesion

•  Highly adhesive

Silicone 
Acetate

7

Applications
Tile joints indoors and 
outdoors.

Properties
• Permanently elastic
•  compatible with paint; 

optimized glass, paint and 
glazing adhesion

•  Highly adhesive

Natural Stone 
Sealant

5

Applications
Natural stone sealing of 
marble and granite indoors 
and outdoors. Sealing panes 
of insulation glass.

Properties
•  Does not cause dis-

coloration in edge areas on
natural stone

• Permanently elastic
• Contains fungicide
• Compatible with paint

8

Applications
Plumbing joints in bath and 
WC, tile joints indoors and 
outdoors. 
Glass display cases, display 
windows and furniture 
construction (crystal clear 
variant)

Properties
• Contains fungicide
• Optimized tile adhesion
• Long processing time
• Permanently elastic
•  High transparency (crystal 

clear variant)
•  High adhesive strength on 

glass (crystal clear variant)

Silicone 
Acetate 
Bathroom 
Unit

Acrylic
Sealant

10

Applications
Indoor joints that are subject 
to very little expansion and 
are painted or plastered over 
later, e.g. for sealing cracks.

Properties
•  Can be painted/plastered 

over
• Odor-free
• Compatible with paint

Painter's 
Acrylic

9

Applications
For indoor and outdoor 
connecting joints that are 
painted or plastered over.

Properties
•  Can be painted/plastered 

over
• Odor-free
• Permanently elastic
• Compatible with paint

Bitumen 
Sealant

14

Applications
Repairs on bitumen  strips, 
filling bitumen strips.

Properties
 •  Adheres on damp surfaces
•  Can be applied with a 

spatula

Furnace Putty
18

Applications
Furnace construction, heating 
boilers, chimney construction, 
combustion chamber lining, 
other equipment in high-
temperature sector.

Properties
•  Resistant to high 

temperatures up to 
+1,000°C

• Sedimentation-free
• Odor-free

Ventilation 
Duct Sealant

16

Applications
Ventilation ducts, system 
construction, exhaust systems 
in commercial kitchens.

Properties
•  High chemical resistance
• Contains fungicide
• Can be painted over
• Permanently elastic

Structured 
Acrylic

12

Applications
For repairing cracks and 
damage to structured and 
coarse plaster.

Properties
•  Structured sealing 

compound
•  Can be painted and 

plastered over, suitable 
for coating

15

Applications
Furnace, heating and air 
conditioning construction.

Properties
•  Temperature resistance up 

to +250˚C 
(briefly up to +300˚C)

•  Resistant to diluted acids 
and bases

High-
Temperature 
Silicone

Seal Flex
13

Applications
Expansion joints in roof area, 
e.g. connections to chimneys, 
domed roof lights, exhaust 
hoods.

Properties
•  Adheres on damp surfaces
• Compatible with bitumen
• Can be painted over
• Odor-free

Parquet 
Acrylic

11

Applications
Parquet connecting joints on 
wall connections and door 
frames. Sealing of parquet 
expansion joints.

Properties
• Can be sanded
• Can be painted over
• Odor-free

Repair
Layer

17

Applications
Protective coatings in flat 
roof, garden, house wall and 
wall base area.

Properties
• Compatible with bitumen
• Permanently elastic
• Bridges cracks 
•  Adheres on damp surfaces
•  Can be applied with a 

spatula

Floor joint 
sealant

19

Applications
Indoor and outdoor movable 
and connecting joints subject 
to loads at rest or rolling 
traffic.

Properties
• Very low emissions
•  Legally approved for use 

with food
•  Dampens vibrations 

and noise
• Hardens bubble-free

Verwendete Acrobat Distiller 8.0/8.1 Joboptions
Dieser Report wurde mit Hilfe der Adobe Acrobat Distiller Erweiterung "Distiller Secrets v4.0.0" der IMPRESSED GmbH erstellt.
Registrierte Kunden können diese Startup-Datei für die Distiller Versionen 8.0/8.1 kostenlos unter http://www.impressed.de/DistillerSecrets herunterladen.

ALLGEMEIN ----------------------------------------
Beschreibung:
     
Dateioptionen:
     Kompatibilität: PDF 1.3
     Komprimierung auf Objektebene: Aus
     Seiten automatisch drehen: Aus
     Bund: Links
     Auflösung: 2400 dpi
     Alle Seiten
     Piktogramme einbetten: Nein
     Für schnelle Web-Anzeige optimieren: Nein
Papierformat:
     Breite: 226.001 Höhe: 313.002 mm

KOMPRIMIERUNG ------------------------------------
Farbbilder:
     Neuberechnung: Bikubische Neuberechnung auf 144 ppi (Pixel pro Zoll)
          für Auflösung über 288 ppi (Pixel pro Zoll)
     Komprimierung: JPEG
     Bildqualität: << /HSamples [ 2 1 1 2 ] /QFactor 1.2 /VSamples [ 2 1 1 2 ] >>
Graustufenbilder:
     Neuberechnung: Bikubische Neuberechnung auf 144 ppi (Pixel pro Zoll)
          für Auflösung über 288 ppi (Pixel pro Zoll)
     Komprimierung: JPEG
     Bildqualität: << /HSamples [ 2 1 1 2 ] /QFactor 1.2 /VSamples [ 2 1 1 2 ] >>
Schwarzweißbilder:
     Neuberechnung: Bikubische Neuberechnung auf 600 ppi (Pixel pro Zoll)
          für Auflösung über 1200 ppi (Pixel pro Zoll)
     Komprimierung: CCITT Gruppe 4
     Mit Graustufen glätten: Aus

Richtlinien:
     Richtlinien für Farbbilder
          Bei Bildauflösung unter: 150 ppi (Pixel pro Zoll)
               Ignorieren
     Richtlinien für Graustufenbilder
          Bei Bildauflösung unter: 150 ppi (Pixel pro Zoll)
               Ignorieren
     Richtlinen für monochrome Bilder
          Bei Bildauflösung unter: 1200 ppi (Pixel pro Zoll)
               Ignorieren

FONTS --------------------------------------------
Alle Schriften einbetten: Ja
Untergruppen aller eingebetteten Schriften: Ja
Untergruppen, wenn benutzte Zeichen kleiner als: 100 %
Wenn Einbetten fehlschlägt: Abbrechen
Einbetten:
     Schrift immer einbetten: [ ]
     Schrift nie einbetten: [ ]

FARBE --------------------------------------------
Farbmanagement:
     Einstellungsdatei: 
     Farbmanagement: Alle Farben in sRGB konvertieren
     Wiedergabemethode: Standard
Arbeitsfarbräume:
     Graustufen Arbeitsfarbraum: Adobe Gray - 20% Dot Gain
     RGB Arbeitsfarbraum: sRGB IEC61966-2.1
     CMYK Arbeitsfarbraum: U.S. Web Coated (SWOP) v2
Geräteabhängige Daten:
     Unterfarbreduktion und Schwarzaufbau beibehalten: Ja
     Transferfunktionen: Beibehalten
     Rastereinstellungen beibehalten: Ja

ERWEITERT ----------------------------------------
Optionen:
     Überschreiben der Adobe PDF-Einstellungen durch PostScript zulassen: Nein
     PostScript XObjects zulassen: Ja
     Farbverläufe in Smooth Shades konvertieren: Ja
     Geglättene Linien in Kurven konvertieren: Ja (Grenzwert für Glättung: 0.1)
     Level 2 copypage-Semantik beibehalten: Ja
     Einstellungen für Überdrucken beibehalten: Ja
          Überdruckstandard ist nicht Null: Ja
     Adobe PDF-Einstellungen in PDF-Datei speichern: Nein
     Ursprüngliche JPEG-Bilder wenn möglich in PDF speichern: Nein
     Portable Job Ticket in PDF-Datei speichern: Nein
     Prologue.ps und Epilogue.ps verwenden: Nein
     JDF-Datei (Job Definition Format) erstellen: Nein
(DSC) Document Structuring Conventions:
     DSC-Kommentare verarbeiten: Ja
          DSC-Warnungen protokollieren: Nein
          EPS-Info von DSC beibehalten: Nein
          OPI-Kommentare beibehalten: Nein
          Dokumentinfo von DSC beibehalten: Nein
          Für EPS-Dateien Seitengröße ändern und Grafiken zentrieren: Ja

STANDARDS ----------------------------------------
Standards - Berichterstellung und Kompatibilität:
     Kompatibilitätsstandard: Ohne

ANDERE -------------------------------------------
Distiller-Kern Version: 8000
ZIP-Komprimierung verwenden: Ja
ASCII-Format: Nein
Text und Vektorgrafiken komprimieren: Ja
Minimale Bittiefe für Farbbild Downsampling: 1
Minimale Bittiefe für Graustufenbild Downsampling: 2
Farbbilder glätten: Nein
Graustufenbilder glätten: Nein
Farbbilder beschneiden: Ja
Graustufenbilder beschneiden: Ja
Schwarzweißbilder beschneiden: Ja
Bilder (< 257 Farben) in indizierten Farbraum konvertieren: Ja
Bildspeicher: 947912704 Byte
Optimierungen deaktivieren: 0
Transparenz zulassen: Nein
ICC-Profil Kommentare parsen: Ja
sRGB Arbeitsfarbraum: sRGB IEC61966-2.1
DSC-Berichtstufe: 0
Flatness-Werte beibehalten: Ja
Grenzwert für künstlichen Halbfettstil: 1.0
RGB-Repräsentation als verlustfrei betrachten: Nein
Optionen für relative Pfade zulassen: Nein
Intern: Alle Bilddaten ignorieren: Nein
Intern: Optimierungen deaktivieren: 0
Intern: Benutzerdefiniertes Einheitensystem verwenden: 0
Intern: Pfad-Optimierung deaktivieren: Nein

ENDE DES REPORTS ---------------------------------

Die "Distiller Secrets" Startup-Datei ist eine Entwicklung der

IMPRESSED GmbH
Bahrenfelder Chaussee 49
22761 Hamburg, Germany
Tel. +49 40 897189-0
Fax +49 40 897189-71
Email: info@impressed.de
Web: www.impressed.de


