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Adolf Würth GmbH & Co. KG, 74650 Künzelsau

Powerful pneumatic impact ratchet screwdriver 
with exceptionally high torque.

User-friendly
Right/left rotation changeover at front on ratchet head and 
power build-up without reverse torque

Individually boxed

2 Years WÜRTH MASTERPLUS Warranty for wear 
damage
The current WÜRTH MASTERPLUS warranty conditions must 
be observed.

3 Years Warranty on manufacturing and mate-
rial defects
Excluded are damages caused by improper use, over-
loading or failure to observe the operating instructions.

Pneumatic impact ratchet screwdriver DSR 1/2 inch

Tool holding device 1/2-inch external square
Rotation speed 400 rpm
Max. torque 95 Nm
Air consumption 85 l/min
Length 275 mm
Weight of machine 1.28 kg
Operating pressure 6.3 bar
Min. hose inner diameter 8 mm
Nominal diameter in inches 1/4 in

Art. no. 0703 110 
P. Qty.: 1

Details/Application
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Adolf Würth GmbH & Co. KG, 74650 Künzelsau

Related products Art. no.
Plug-in nipple S2000AG 0699 100 614
1/2 inch impact socket wrench, inch, hex., short 3/8 inch 0714 13  02
1/2 inch impact socket wrench insert 10 mm 0714 13  03
1/2 inch impact socket wrench insert 12 mm 0714 13  04
1/2 inch impact socket wrench insert 13 mm 0714 13  05
1/2 inch impact socket wrench insert 14 mm 0714 13  06
1/2 inch impact socket wrench insert 15 mm 0714 13  07
1/2 inch impact socket wrench insert 16 mm 0714 13  071
1/2 inch impact socket wrench insert 17 mm 0714 13  08
1/2 inch impact socket wrench insert 18 mm 0714 13  081
1/2 inch impact socket wrench insert 19 mm 0714 13  09
1/2 inch impact socket wrench insert 21 mm 0714 13  091
1/2 inch impact socket wrench insert 22 mm 0714 13  10
1/2 inch impact socket wrench insert 24 mm 0714 13  11
1/2 inch impact socket wrench insert 27 mm 0714 13  12
1/2 inch impact socket wrench insert 30 mm 0714 13  30
1/2 inch impact socket wrench insert 32 mm 0714 13  32
1/2 inch impact socket wrench insert 34 mm 0714 13  34
1/2 inch impact socket wrench insert 36 mm 0714 13  36

##keep##

Notice

• When used regularly, the machine should be lightly oiled via the compressed air supply every day. The use of a mist oiler is 
recommended.

• Plug-in nipple not included in the scope of delivery


